
Quick Start Guide
Digital Projector 

Home Entertainment Series  l  TK810  



1



Product information
Shipping contents



Remote control
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Microphone

LED Indicator

*Source

OK

*Home

*Menu

Settings

*Cursor

Power

Arrow keys

Back

*Mute

*Voice Assistant

*Volume keys

• Keys with "*" means that they are workable when the remote control 
is connected to Bluetooth.



Control terminals
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Installation
Installing the USB wireless dongle
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Projection dimensions

• The screen aspect ratio is 16:9 and the projected picture is in a 16:9 aspect ratio

• All measurements are approximate and may vary from the actual sizes.
• BenQ recommends that if you intend to permanently install the projector, you should 

physically test the projection size and distance using the actual projector in situ before you 
permanently install it, so as to make allowance for this projector's optical characteristics. 
This will help you determine the exact mounting position so that it best suits your 
installation location.

• To optimize your projection quality, we suggest doing the projection by following the values 
in the non-gray cells.

• The values in the gray cells are for reference only.

H

W
Projection distance

Center of lens

Screen

16:9 Screen diagonal

Vertical Offset

Screen size Distance from screen (mm)

Vertical 
offset
(mm)

Diagonal
H (mm)

W 
(mm)

Min 
length

Average

Max 
length

Inch mm
(max. 
zoom)

(min. 
zoom)

30 762 374 664 957 1007 1057 21

40 1016 498 886 1291 1358 1425 28

50 1270 623 1107 1624 1708 1792 35

60 1524 747 1328 1958 2059 2160 41

80 2032 996 1771 2625 2760 2895 55

100 2540 1245 2214 3293 3462 3631 69

120 3048 1494 2657 3960 4163 4366 83

140 3556 1743 3099 4627 4864 5101 97

160 4064 1992 3542 5295 5566 5837 111

180 4572 2241 3985 5962 6267 6572 124

200 5080 2491 4428 6629 6968 7307 138

220 5588 2740 4870 7296 7670 8043 152

250 6350 3113 5535 8297 8722 9146 173

300 7620 3736 6641 9966 10475 10984 207



Dimensions
Projector dimensions

380 mm (W) x 128 mm (H) x 267 mm (D)

Unit: mm

Ceiling/Wall mount installation diagram

Unit: mm

380

128
267

Ceiling/Wall mount screw: M4
(Max L = 25 mm; Min L = 20 mm)

49.7175108

118 104.3

226 154

47.3

57

222.3
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Setup Wizard
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1 OFF 2 X2
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BenQ Launcher
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Optical
Resolution

3840 x 2160 with XPR
Display system

1-CHIP DMD
Lens

F = 2 ~ 2.2, f = 15.7 ~ 17.27 mm
Clear focus range

1.3 m ~ 5.1 m @ Wide,
1.0 m ~ 3.8 m @ Tele

Lamp
245 W lamp

Zoom ratio
1.1X

Electrical
Power supply

AC100–240V, 3.4 A, 50–60 Hz (Automatic)
Power consumption

350 W (Max); 0.5 W (Standby)

Mechanical
Weight

3.9 Kg + 200 g (8.6 lbs + 0.44 lbs)

Output terminals
Speaker

5 watt x 1
Audio signal output

PC audio jack x 1
SPDIF to optical x 1

Control
USB

Type-A (USB 3.0) x 1: Media reader/drive, 
Firmware download (5V 1.5A) 
Type-A (USB 2.0) x 1: Power supply (5V, 2.5A)
Mini-B x 1, Type-A (USB wireless dongle) x 1

12V DC x 1: Trigger for screen control
RS-232 serial control

9 pin x 1

IR receiver x 2

Input terminals
Video signal input

HDMI (2.0b, HDCP 2.2) x 2 

Environmental Requirements
Operating temperature

0°C–40°C at sea level
Operating relative humidity

10%–90% (without condensation)
Operating altitude

0–1499 m at 0°C–35°C
1500–3000 m at 0°C–30°C (with 
High Altitude Mode on)

Storage temperature
-20°C–60°C at sea level

Storage humidity
10%–90% RH (without condensation)

Storage altitude
30°C@ 0~12,200m above sea level

Transporting
Original packing or equivalent is recommended

Repairing
Please visit below website and choose your country to 
find your service contact window. 
http://www.benq.com/welcome

All specifications are subject to change without notice.

Specifications
14
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Caractéristiques optiques

Caractéristiques électriques

Caractéristiques mécaniques

Terminaux de sortie

Contrôle

Récepteur IR x 2

Terminaux d’entrée

Caractéristiques environnementales

Toutes les spécifications peuvent être modifiées sans préavis.

Caractéristiques
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Optische Daten

Elektrische Daten

Mechanische Daten

Ausgänge

Steuerung

Infrarotempfänger x 2

Eingänge

Umgebungsbedingungen

Änderungen aller technischen Daten sind vorbehalten.

Technische Daten
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Ottica

Elettricità

Meccanica

Terminali d'uscita

Controllo

Ricevitore IR x 2

Terminali d’ingresso

Requisiti ambientali

Tutte le specifiche sono soggette a modifiche senza preavviso.

Specifiche tecniche
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Ópticas

Eléctricas

Mecánicas

Terminales de salida

Control

Receptor de infrarrojos x 2

Terminales de entrada

Requisitos medioambientales

Todas las especificaciones están sujetas a cambios sin previo aviso.

Especificaciones
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Ópticas

Eléctricas

Mecânicas

Terminais de saída

Controlo

Receptor IR x 2

Terminais de entrada

Requisitos ambientais

Todas as especificações estão sujeitas a alteração sem aviso prévio.

Especificações
19
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 x 2

所有規格如有變更，恕不另行通知。

規格
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 x 2

所有规格如有变更，恕不事先通知。

规格
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IR  x 2

すべての仕様は予告なしに変更する場合があります。

仕様
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IR  2

모든 사양은 사전 통보 없이 변경될 수 있습니다 .

사양
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For further information, please download User Manual on official website: 
http://www.benq.com/
Pour de plus amples informations, veuillez télécharger le Manuel de l’utilisateur sur le 
site Internet officiel : http://www.benq.com/
Für weitere Informationen laden Sie bitte die Bedienungsanleitung von der offiziellen 
Webseite herunter: http://www.benq.com/
Per ulteriori informazioni, scaricare il manuale utente sul sito web ufficiale: http://
www.benq.com/
Para más información, descargue el manual del usuario que encontrará en el sitio web 
oficial: http://www.benq.com/
Para mais informações, transfira o Manual do Utilizador a partir do website oficial: http:/
/www.benq.com/
有關詳細訊息，請至官方網站下載使用手冊 : http://www.benq.com/

有关详细信息，请至官方网站下载用户手册 : http://www.benq.com/

詳しくは、公式Webサイト (http://www.benq.com/)でユーザーマニュアルをダウン

ロードしてご確認ください。
자세한 내용을 보려면 공식 웹사이트 http://www.benq.com/ 에서 사용 설명서를 다

운로드하십시오 .
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